
Series Spec Sheet

FEATURES AND SPECIFICATIONS

•	Construction 

Physical Characteristics
	− Made of aluminum alloy (ALCOA 6063-T5) 
increases heat dissipation

	− PVC reflector included: 
• Secures the 120 V tape in place 
• Enhances light performance

	− Prime lens for a dot free effect
	− Extrusion and lens in 8' lengths
	− End caps secured with screws
	− Field cuttable 

•	Applications
	− Should not be submersed in water, snow or ice
	− Outdoor application limited to covered areas

LINE VOLTAGE TAPE SYSTEM
EXTRUSION, LENS & END CAPS
Mounting accessories

  
The 120 V extrusion is specifically designed to accommodate Stanpro's Line Voltage LED tape. 
Featuring a high-efficiency reflector and a sliding lens delivering consistent lighting with a dot-free 
effect. An ideal solution for long linear runs for indoor or outdoor applications.

View our full collection of LED strip tapes and extrusion offerings in our brochure.

warranty

yrs5 quick
ship

wet
location

outdoor

Mounting
	− Surface mounting
	− Variety of fixing clips
	− Continuous row mounting connector
	− Compatible with Low Voltage LED tapes: 

• 2.9 W, 24 V - IP67  
• 4.4 W, 24 V - IP22 RGB 
• Up to 14 mm width

•	Performance data 
	− Increases the lifetime of the LED tape
	− Suitable for dry, damp and wet locations
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https://www.standardpro.com/wp-content/uploads/documents/en/ST_LED_TAPEEXTRUSIONS_QS_EN.pdf
https://www.standardpro.com/product/low-voltage-led-tapes-wet-location/
https://www.standardpro.com/product/low-voltage-led-tapes-rgb/
https://www.standardpro.com/product-category/en-low-voltage-tape-systems-led-strips-extrusions-accessories/


Data is based upon tests performed in a controlled environment. Actual performance can vary depending on operating conditions. 	
All products are subject to change or may be discontinued any time without notice.	

120 V LED EXTRUSION AND ACCESSORIES

QUICK SHIP AND TECHNICAL SPECIFICATION TABLE  

Order  
code

Model
number

Series Type Finish / color Length 

ft. (m)

Width 

in. (mm)

Height

in. (mm)

Case qty 

(master)

Extrusion
698581 EXTRUSION/4050/8/ALUM2 4050 Extra Deep Silver 8 (2.4) 15/16 (23.5) 1 (26) 5

Lens 
69859 LENS/8/4050/PRIME 4050 Flat Prime 8 (2.4) 7/8 (22) 1/8 (3.2) 20

End caps
69860 ENDCAP/4050/ALUM 4050 Perforated Silver - 15/16 (23.5) 1 (26) 50

 
1 �Accommodates Stanpro's quick connectors to be installed inside the extrusion with LV LED tapes IP67 & RGB
2 �PVC reflector included with extrusion

Order 
code

Model number Type Figure Case 
qty 

(master)

65911 EXTRUSION/FIXCLIP/INV/STD 2P Fixing Clips - Invisible A 100
65913 EXTRUSION/MAGNET/STD  2P Fixing Clips - Magnet B 100
69861      EXTRUSION/4050/FIXCLIP/ADJ 2P Fixing Clips - Adjustable C 50
69864 EXTRUSION/4050/FIXCLIP/90 2P Fixing Clips - 90° D 50
69865     EXTRUSION/4050/FIXCLIP/45 2P Fixing Clips - 45° E 50
70123 JOINER/BRACKET/4050 Continuous row mount bracket (single pack) F 50

 

* In practice, it is required to install four (4) fixing clips for each cut section of the profile.

ACCESSORIES (order separately)

DIMENSIONS

Series 4050 with lens

1"
 (2

.6
 c

m
)

15/16" (2.35 cm)

A B C D E F

Series 4050 Prime lens End cap
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