LED T8 Type A lamps Ballast Compatibility List STANDRRD’

T8 TYPE A 3 CCT SELECTABLE

Standard: 347 V

69891 - T8/8W/80/3CCT/24/STD/SMX
69892 - T8/11W/80/3CCT/36/STD/SMX
69893 - T8/13W/80/3CCT/48/STD/SMX
69894 - T8/10W/80/3CCT/48/STD
69895 - T8/13W/80/3CCT/48/STD

Ballast description 1 Lamp 2 Lamps 3 Lamps 4 Lamps
Starting | Number Input voltage
Brand Order code h 3 fl
method | of lamps | 347y | 480V | 347V | 480V | 347V | 480V | 347V | 480V
70507 E432T8IS347/L/BULK S2 IS 4
70506 E432T8IS347/N S2 IS 4
Standard 70504 E232T8IS/MIC/347/L/AS/BULK S2 IS 4
70502 E232T8IS/MIC/347/N/AS S2 IS 4
70503 E232T8IS/MIC/347/N/AS/BULK S2 IS 4
Ballasts test are performed with a specific manufacturing date code. Older ballasts, with the same model numbers may have different " .
electronic designs and consequently compatibility may vary. Similarly, newer ballast, with the same model number, may have undergone . compatlble . non»compa’[lble I:l N/A

revisions that may affect compatibility. Compatibility may also extend beyond this list and Stanpro recommends testing a few fixtures with
the ballast compatible lamps, even if the ballast is on this compatibility list, to ensure compatibility and performance.

To validate compatibility with ballasts that are not on this list, please contact your sales representative



LED T8 Type A lamps Ballast Compatibility List STANDRARD'

T8 TYPE A 3 CCT SELECTABLE

Standard: 120/277 V

69891 - T8/8W/80/3CCT/24/STD/SMX
69892 - T8/11W/80/3CCT/36/STD/SMX
69893 - T8/13W/80/3CCT/48/STD/SMX
69894 - T8/10W/80/3CCT/48/STD
69895 - T8/13W/80/3CCT/48/STD

Ballast description 1 Lamp 2 Lamps 3 Lamps 4 Lamps
Brand Order code e e Input voltage
method | of lamps | 120v | 277V | 120V | 277V | 120V | 277V | 120V | 277V
56558 E232PI1120L IS 2
56558 E232T81S120/L/BULK IS 2
61113 E232T8IS120/N/AS IS 2
59770 E432T8IS120/H IS 4
61127 E432T81S120/L/AS/BULK IS 4
61120 E432T8IS120/L/AS IS 4
61124 E432T8IS120/N/AS/BULK IS 4
61131 E232T81S120-277/L/AS IS 2
61126 E232T8IS120-277/L/AS IS 2
63627 E232T8PS120-277/N/AS PS 2
61061 E232T8PS120-277/N/AS/BULK PS 2
61061 E232T8PS120-277/N/AS PS 2
Standard 61062 E232T8PS120-277/L/AS/BULK PS 2
61128 E232T8IS120-277/N/AS IS 2
61123 E232T8IS120/L/AS IS 2
61126 E232T8IS120/L/AS/BULK IS 2
60075 E232T8IS120/H/90C IS 2
60080 E332T8IS120/L/90C/BULK IS 3
61122 E332T8IS120/N/AS IS 3
61065 E432T8PS120-277/L/AS/BULK PS 4
61129 E432T8IS120-277/N/AS IS 4
62587 E432T8IS120-277/N/AS/BULK IS 4
62587 E432T8IS120-277/N/AS IS 4
61063 E432T8PS120-277/N/AS/BULK PS 4
61134 E432T8IS120-277/L/AS IS 4
Cechonic dedgns ant consequent compatiblt may vary. Simta newer bl it s same ol nmber ey have udergone I compativle [l non-compatible [ ] A

revisions that may affect compatibility. Compatibility may also extend beyond this list and Stanpro recommends testing a few fixtures with
the ballast compatible lamps, even if the ballast is on this compatibility list, to ensure compatibility and performance.

To validate compatibility with ballasts that are not on this list, please contact your sales representative



LED T8 Type A lamps Ballast Compatibility List STANDRARD'

69891 - T8/8W/80/3CCT/24/STD/SMX 69894 - T8/10W/80/3CCT/48/STD
69892 - T8/11W/80/3CCT/36/STD/SMX 69895 - T8/13W/80/3CCT/48/STD
69893 - T8/13W/80/3CCT/48/STD/SMX

Other brands: 120/277 V (1/2)

Ballast description 1 Lamp 2 Lamps 3 Lamps 4 Lamps
Brand Order code SERY | LITEs; BT
method | of lamps
ICN-2P32-N IS 2
ICN-2P32-SC 1S 2
ICN-2540-N IS 2
ICN-4P32-N REV.D IS 4
ICN-4P32-SC 1S 4
ICN-1P32-N IS 1
I0PA-1P32-N IS 1
I0PA-2P32-N 1S 2
T I0PA-1P32-LW-N IS 1
I0PA-2P32-LW-N IS 2
I0PA-4P32-LW-N 1S 4
I0PS-1P32-N IS 1
10P-4P32-LW-N IS 4
RCN-2532-SC PS 2
REZ-2532-5C * PS/DIM 2
REL-4P32-RH-TP IS 4
RELB-2540-N RS 2
REL-2P32-SC IS 2
VE232MVHIP IS 2
VE232MVHIPE 1S 2
VE232MVHIPHE IS 2
VE232MVHIPLE IS 2
VE432MVHIP 1S 4
VE432MVHIPE IS 4
VE432MVHIPHE IS 4
NPY-120-232-LT8 PS 2
NPY-120-432-T8-B IS 4
NPY-120-432-T8-S IS 4
WHCG3-120-T8-IS 1S 3
WHCG5-120-T12-RS RS 2
WHL-120-L IS 2
WH5-120-L 1S 2
FB232MVE IS 2
FB332MVE IS 3
FB432MVE 1S 4
. FB232MVE-HE IS 2
FB232MVE-LHE IS 2
FB432MVE-HE 1S 4
FB232MVE-PPS-HE PS 2
FB432MVE-PPS-HE PS 4
GE432MAXP-H/ULTRA 1S 4
GE232MAXP-H IS 2
GE232MAXP-L IS 2
GE332MAXP-L 1S 3
GE132MAXP-N IS 1
GE 232-120RES-DIVB IS 2
GE 232-120-PS-N PS 2
GE232MAX-G-N IS 2
GE232MAX-N IS 2
GE232-MVPS-L PS 2
GE232-MV-N IS 2
GE-232-MVPS-H PS 2
GE332MAX90-V60 1S/DIM 3
GE332MV-N-DIY IS 3
GE432MAX-H-42T IS 4
GE-232-MV-PS-L PRO 2
Cechonic dedgns ant consequent compatiblt may vary. Simta newer bl it s same ol nmber ey have udergone M compativie [l non-compativle [ A

revisions that may affect compatibility. Compatibility may also extend beyond this list and Stanpro recommends testing a few fixtures with
the ballast compatible lamps, even if the ballast is on this compatibility list, to ensure compatibility and performance.

To validate compatibility with ballasts that are not on this list, please contact your sales representative

w



LED T8 Type A lamps Ballast Compatibility List STANDRRD’

Other brands: 120/277 V (2/2)

Ballast description 1 Lamp 2 Lamps 3 Lamps 4 Lamps
Brand Order code St | LU LT
method | of lamps | 120v | 277V | 120V | 277V | 120V | 277V | 120V | 277V
U chopsosuny Is 2
GHA4P32ISUNY s 4 | [ |
EP232IS/H/MV/HE IS 2 ]
EP332IS/L/MV/HE Is 3
EP332IS/MV/MC IS 3
EP4321S/L/MV/HE IS 4
EP432IS/MV/MC Is 4
PR cN-18-32-P2SC-N IS 2
ENI-T8-32-P4MC-N IS 4
KTEB-232-UV-IS-N-P Is 2
Keystone  IINEESEANE RS IS 3
KTEB-432-UV-IS-N-P IS 4
KTEB-232-UV-PS-VDIM PS/DIM 2
QTP 3x32T8/UNV PSX-SC IS 3
QHE 4*32T8/UNV PSN-SC PS 4
QTP 2°32T8/UNV ISN-SC Is 2
QHE1X32T8/UNV ISH-HT-SC IS 1
QHE1X32T8/UNV 1SL-SC IS 1
QHE1X32T8/UNV ISN-SC Is 1
QHE1x32T8/UNV DIM-TC DIM 1
QHE1XLEDT8/UNV ISL-SC IS 1
QHE1XLEDT8/UNV ISN-SC Is 1
QHE1XLEDTB/UNY ISN-SC-G2 IS 1
QHE2XLEDTB/UNV ISL-SC-G2 IS 2
QHE2XLEDT8/UNY ISN-SC-G2 Is 2
QHE2X32T8/UNV ISH-HT-SC IS 2
QHE2X32T8/UNV 1SL-SC IS 2
QHE2X32T8/UNV ISN-5C Is 2
QHE2X32T8/UNV PSH-HT PRO 2
QHE2x32T8/UNV DIM-TC DIM 2
QHE3XLEDT8/UNY ISL-SC Is 3
QHE3XLEDTB/UNY ISN-SC IS 3
QHE3XLEDTB/UNY ISN-SC-G2 IS 3
QHE3X32T8/UNV 1SL-SC Is 3
QHE3X32T8/UNV ISN-SC IS 3
QHE3X32T8/UNV ISN-SC-1 IS 3
QHE3X32T8/UNV PSN-SC PRO 3
QHE4XLEDTB/UNY ISN-SC-G2 IS 4
QHE4X32T8/UNV 1SL-SC IS 4
QHE4X32T8/UNV ISN-SC Is 4
QHE4x32T8/UNV DIM-TCL DIM 4
QTP 2*32T8/UNV ISN-SC IS 2
SN CP4/321S/MU/MC/HE Is 4
EPL3/32IS/MV/SC/HE IS 3
POWER .
WUl 23278 UNV-IS-L IS 2
Robertson RSW240712120 PS 2
Sunpark SL15T PS 2
SN 55 75/UVH-2x32 Is 2
BB-T8/UVH-3x32 IS 3
Dacfic EB-3321S-U IS 3
EB-432IS-U IS 4 ]
TCP E4P32PSVNVE IS 4
SN BAF232IS/MV/H IS 2
B2325R120530 PS/DIM 2 ]
SN 52321UNVHP-N IS 2
B432IUNVHP-A IS 4 ]
B332IUNVHIP-A IS 3 ]
e T e M conparve [ voncomave [

revisions that may affect compatibility. Compatibility may also extend beyond this list and Stanpro recommends testing a few fixtures with
the ballast compatible lamps, even if the ballast is on this compatibility list, to ensure compatibility and performance.

To validate compatibility with ballasts that are not on this list, please contact your sales representative



LED T8 Type A lamps Ballast Compatibility List STANDRARD'
T8 TYPE A SERIES 5

Standard: 120/277 V (1/2)

69295 - T8/55/8W/840/24/STD
69303 - T8/55/8W/830/24/STD/SMX
69304 - T8/55/8W/835/24/STD/SMX

Ballast description 1 Lamp 2 Lamps 3 Lamps 4 Lamps
Brand Order code SERY | LITES; BT
method | of lamps
61063 E432T8PS120-277/N/AS/BULK PS 4
61128 E232T81S120-277/N/AS IS 2
61062 E232T8PS120-277/L/AS/BULK PS 2
63627 E232T8PS120-277/N/AS PS 2
60080 E332T8S120/L/BULK IS 3
61065 E432T8PS120-277/L/AS/BULK PS 4
60075 E232T8I5120/H/90C IS 2
61129 E432T81S120-277/N/AS IS 4
59770 E432T8IS120/H/90C IS 4
31037 STD DESC BE117/32PI1120/L/SL/TP/STD GLB IS 1
(SELLEMM 31010 STD DESC B132T8IS120/N IS 1
61114 E432T8IS120/N/AS IS 4
61125 E432T8I5120/N/AS/BULK IS 4
61113 E232T8IS120/N/AS IS 2
61124 E232T8IS120/N/AS/BULK IS 2
61120 E432T8IS120/L/AS IS 4
61127 E432T8IS120/L/AS/BULK IS 4
61122 E332T8IS120/N/AS IS 3
61123 E232T8IS120/L/AS IS 2
61126 E232T8IS120/L/AS/BULK IS 2
61134 E432T8IS120-277/L/AS IS 4

69296 - T8/55/10W/840/36/STD
69305 - T8/55/10W/835/36/STD/SMX
69306 - T8/55/10W/840/36/STD/SMX

Ballast description 1 Lamp 2 Lamps 3 Lamps 4 Lamps
Starting | Number Input voltage
Brand Order code method | of lamps

61063 E432T8PS120-277/N/AS/BULK PS 4

61128 E2327T8IS120-277/N/AS S 2

56556 E1327815120/L/BULK IS 1

61062 E232T8PS120-277/L/AS/BULK PS 2

63627 E232T8PS120-277/N/AS PS 2

60080 E332T8IS120/L/BULK S 3

61065 E432T8PS120-277/L/AS/BULK PS 4

60075 E232T81S120/H/90C IS A |

61129 E43278IS120-277/N/AS S 4

59770 E432T8IS120/H/90C IS 4

SN 31037 STD DESC BE117/32PI120/L/SL/TP/STD GLB S 1 -

31010 STD DESC B132T8IS120/N S 1

61114 E432T8IS120/N/AS IS 4 E-E
61125 E432T8I1S120/N/AS/BULK S 4

61113 E232T8IS120/N/AS S 2

61124 E232T8IS120/N/AS/BULK IS 2

61120 E432T8IS120/L/AS S 4

61127 E432T81S120/L/AS/BULK S 4

61122 E332T8IS120/N/AS IS 3

61123 E232T8IS120//AS S 2

61126 E232T81S120/L/AS/BULK S 2

61134 E432T8IS120-277/L/AS IS 4 L 1T T 1 ]

Ballasts test are performed with a specific manufacturing date code. Older ballasts, with the same model numbers may have different . . |:|
electronic designs and consequently compatibility may vary. Similarly, newer ballast, with the same model number, may have undergone . compatible . non-compatible N/A
revisions that may affect compatibility. Compatibility may also extend beyond this list and Stanpro recommends testing a few fixtures with

the ballast compatible lamps, even if the ballast is on this compatibility list, to ensure compatibility and performance.

To validate compatibility with ballasts that are not on this list, please contact your sales representative

(&2}



LED T8 Type A lamps Ballast Compatibility List

Standard: 120/277 V (2/2)

69297 - T8/55/11W/835/48/STD
69298 - T8/S5/11W/840/48/STD
69299 - T8/55/11W/850/48/STD

69307 - T8/S5/11W/830/48/STD/SMX
69308 - T8/S5/11W/835/48/STD/SMX
69309 - T8/55/11W/840/48/STD/SMX
69310 - T8/S5/11W/850/48/STD/SMX

STANDRRD

Ballast description 1 Lamp 2 Lamps 3 Lamps 4 Lamps
i Input vol
Brand Order code SERY | LITES; S
method | of lamps
61063 E432T8PS120-277/N/AS/BULK PS 4
61128 E232T8I5120-277/N/AS IS 2
56556 E1327815120/L/BULK IS 1
61062 E232T8PS120-277/L/AS/BULK PS 2
63627 E232T8PS120-277/N/AS PS 2
60080 E332T8I5120/L/BULK IS 3
61065 E432T8PS120-277/L/AS/BULK PS 4
60075 E232T815120/H/90C IS 2
61129 E432T815120-277/N/AS IS 4
59770 E432T81S120/H/90C IS 4
SNSMNBNN 31037 STD DESC BET17/32PI120/L/SL/TP/STD GLB IS 1
31010 STD DESC B132T8IS120/N IS 1
61114 E432T8IS120/N/AS IS 4
61125 E432T8IS120/N/AS/BULK IS 4
61113 E232T8IS120/N/AS IS 2
61124 E232T8I5120/N/AS/BULK IS 2
61120 E432T8IS120/L/AS IS 4
61127 E432T8I5120/L/AS/BULK IS 4
61122 E332T8IS120/N/AS IS 3
61123 E232T8I5120/L/AS IS 2
61126 E232T8I5120/L/AS/BULK IS 2
61134 E432T8IS120-277//AS IS 4

69300 - T8/55/14W/835/48/STD
69301 - T8/S5/14W/840/48/STD
69302 - T8/55/14W/850/48/STD

69311 - T8/55/14W/830/48/STD/SMX
69312 - T8/55/14W/835/48/STD/SMX
69313 - T8/55/14W/840/48/STD/SMX
69314 - T8/55/14W/850/48/STD/SMX

Ballast description 1 Lamp 2 Lamps 3 Lamps 4 Lamps
i Input vol
Brand Order code SERY | LITES; S
method | of lamps

61063 E432T8PS120-277/N/AS/BULK PS 4

61128 E232T8IS120-277/N/AS IS 2

56556 E132T81S120/L/BULK IS 1

61062 E232T8PS120-277/L/AS/BULK PS 2

63627 E232T8PS120-277/N/AS PS 2

60080 E3327815120/L/BULK IS 3

61065 E432T8PS120-277/L/AS/BULK PS 4

60075 E232T8IS120/H/90C IS Al |

61129 E432T8IS120-277/N/AS IS 4

59770 E4327T81S120/H/90C Is 4

OO 31037 STD DESC BET17/32PI120/L/SL/TP/STD GLB 1S 1 -

31010 STD DESC B132T8IS120/N IS 1

61114 E432T8IS120/N/AS IS 4 E-E
61125 E432T81S120/N/AS/BULK IS 4

61113 E232T8IS120/N/AS IS 2

61124 E232T81S120/N/AS/BULK IS 2

61120 E432T8IS120/L/AS IS 4

61127 E432T8IS120/L/AS/BULK IS 4

61122 E332T8IS120/N/AS IS 3

61123 E232T8IS120/L/AS IS 2

61126 E232T81S120/L/AS/BULK IS 2

61134 E432T81S120-277/L/AS IS 4 I

Ballasts test are performed with a specific manufacturing date code. Older ballasts, with the same model numbers may have different
electronic designs and consequently compatibility may vary. Similarly, newer ballast, with the same model number, may have undergone
revisions that may affect compatibility. Compatibility may also extend beyond this list and Stanpro recommends testing a few fixtures with
the ballast compatible lamps, even if the ballast is on this compatibility list, to ensure compatibility and performance.

To validate compatibility with ballasts that are not on this list, please contact your sales representative

[ Jwa

. compatible . non-compatible



LED T8 Type A lamps Ballast Compatibility List STANDRRD"
T8 TYPE A 3 CCT SELECTABLE

Standard: 347 V
69891 - T8/8W/80/3CCT/24/STD/SMX 69894 - T8/10W/80/3CCT/48/STD
69892 - T8/11W/80/3CCT/36/STD/SMX 69895 - T8/13W/80/3CCT/48/STD
69893 - T8/13W/80/3CCT/48/STD/SMX
Ballast description 1 Lamp 2 Lamps 3 Lamps 4 Lamps
: Input voltage
Brand Order code Starting | Number B J
method | of lamps | 347v | 480V | 347V | 480V | 347V | 480V | 347V | 480V
10293 E232T8IS347/N IS 2
60076 E232T8IS347/H/90C IS 2
58278 E232T8IS347/L/BULK IS 2
31549 E232T81S347/N/BULK IS 2
10294 E432PI347G01 IS 4
10294 E432T8IS347/N IS 4
56603 E432T81S347/L/BULK IS 4
10294 E432T8IS347/N IS 4
31552 E432T8IS347/N/BULK IS 4
59771 E432T8IS347/H/90C IS 4
66150 E232T8IS/MIC/347/N/AS IS 2
Standard 66151 E232T8IS/MIC/347/N/AS/BULK IS 2
66151 E232T8IS/MIC/347/N/AS IS 2
59741 E232T8PS347/H/XTRM PS 2
62992 E232T8PS347/N/AS/BULK PS 2
66152 E232T8IS/MIC/347/L/AS/BULK IS 2
60079 E332T8IS347/L./90C/BULK IS 3
61064 E432T8PS347/N/AS/BULK PS 4
61066 E432T8PS347/L/AS/BULK PS 4
70507 E432T8IS347/L/BULK S2 IS 4
70506 E432T8IS347/N S2 IS 4
70504 E232T8IS/MIC/347/L/AS/BULK S2 IS 4
70502 E232T8IS/MIC/347/N/AS S2 IS 4
70503 E232T8IS/MIC/347/N/AS/BULK S2 IS 4
69891 - T8/8W/80/3CCT/24/STD/SMX 69894 - T8/10W/80/3CCT/48/STD
69892 - T8/11W/80/3CCT/36/STD/SMX 69895 - T8/13W/80/3CCT/48/STD
69893 - T8/13W/80/3CCT/48/STD/SMX
Other brands: 347 V
Ballast Description 1 Lamp 2 Lamps 3 Lamps 4 Lamps
: Input voltage
Brand Order code Starting | Number B J
method | of lamps | 347V | 480V | 347V | 480V | 347V | 480V | 347V | 480V
GOPA-4P32-LW-SC IS 4
Advance GOPA-3P32-LW-SC IS 2
GOPA-4P32-SC IS 4
QHE 4*32T8/347 ISN-SC IS 4
QHE1X32T8/347 ISN-SC IS 1
QHE1X32T8/347 ISL-SC IS 1
QHE2X32T8/347 ISL-SC IS 2
QHE2X32T8/347 ISN-SC IS 2
QHE3X3278/347 ISN-SC IS 3 e
FB232347E-HE IS 2
FB232347E-L IS 2
FB232347E-PPS-HE PS 2
FB432347E-HE IS 4
FB432347E-L IS 4
FB432347E-PPS-HE PS 4
GE432PS347-N PS 4
GE232MAX347-H IS 2
GE332MAX347-H IS 3
GE332MAX347-H IS 3
GE232PS347-N IS 2
Ultrasave MR232347 IS 2
i — B232I347HE-A IS 2
B432I347HE-A IS 4
(TN SLFE-43278-347V IS 4 E-E

Ballasts test are performed with a specific manufacturing date code. Older ballasts, with the same model numbers may have different
electronic designs and consequently compatibility may vary. Similarly, newer ballast, with the same model number, may have undergone
revisions that may affect compatibility. Compatibility may also extend beyond this list and Stanpro recommends testing a few fixtures with
the ballast compatible lamps, even if the ballast is on this compatibility list, to ensure compatibility and performance.

To validate compatibility with ballasts that are not on this list, please contact your sales representative



LED T8 Type A lamps Ballast Compatibility List STANDRRD’

Standard: 347 V (1/2)

69295 - T8/S5/8W/840/24/STD
69303 - T8/S5/8W/830/24/STD/SMX
69304 - T8/S5/8W/835/24/STD/SMX

Ballast description 1 Lamp 2 Lamps 3Lamps | 4Lamps
i Input voltage ‘ifr';?;t,
Startin Number
Brand Order code methog of lamps
10294 E432T8IS347/N IS 4
56603 E432T815347/L/BULK IS 4
59771 E432T8IS347/H/90C IS 4
61066 E432T8PS347/L/AS/BULK PS 4
61064 E432T8PS347/N/AS/BULK PS 4
66150 E232T8IS/MIC/347/N/AS IS 2
Standard 66151 E232T8IS/MIC/347/N/AS/BULK IS 2
56557 E132T815347/L/BULK IS 1
62992 E232T8PS347/N/AS/BULK PS 2
59741 E232T8PS347/H/XTRM PS 2
66152 E232T8IS/MIC/L/AS/BULK IS 2
60076 E232T81S347/H/90C IS 2
60079 E3327813347/L/90C/BULK IS 3
69296 - T8/S5/10W/840/36/STD
69305 - T8/S5/10W/835/36/STD/SMX
69306 - T8/S5/10W/840/36/STD/SMX
Ballast description 1 Lamp 2 Lamps 3 Lamps 4 Lamps
i Input voltage ‘ifr';?;t,
Startin Number
Brand Order code methog of lamps
10294 E432T8IS347/N IS 4
56603 E432T815347/L/BULK IS 4
59771 E432T8IS347/H/90C IS 4
61066 E432T8PS347/L/AS/BULK PS 4
61064 E432T8PS347/N/AS/BULK PS 4
66150 E232T8IS/MIC/347/N/AS IS 2
Standard 66151 E232T8IS/MIC/347/N/AS/BULK IS 2
56557 E132T81S347/L/BULK IS 1
62992 E232T8PS347/N/AS/BULK PS 2
59741 E232T8PS347/H/XTRM PS 2
66152 E232T8IS/MIC/L/AS/BULK IS 2
60076 E2327T8IS347/H/90C IS 2
60079 E332T81S347/L/90C/BULK IS 3
Blecron desgns andcansequentl compatiiity ey vay iy, nwe Gl wih e e madel umber e haveundergre B corpetivie [ ron-compatible [ | i

revisions that may affect compatibility. Compatibility may also extend beyond this list and Stanpro recommends testing a few fixtures with
the ballast compatible lamps, even if the ballast is on this compatibility list, to ensure compatibility and performance.

To validate compatibility with ballasts that are not on this list, please contact your sales representative



LED T8 Type A lamps Ballast Compatibility List STANDRRD’

Standard: 347V (2/2) 69307 - T8/S5/11W/830/48/STD/SMX
69297 - T8/55/11W/835/48/STD 69308 - T8/S5/11W/835/48/STD/SMX
69298 - T8/S5/11W/840/48/STD 69309 - T8/S5/11W/840/48/STD/SMX
69299 - T8/55/11W/850/48/STD 69310 - T8/55/11W/850/48/STD/SMX

Ballast description 1 Lamp 2Lamps | 3Lamps | 4 Lamps
Ballast
Brand Order code Starting | Number EDLL L version
method | of lamps
10294 E432T8IS347/N IS 4
56603 E432T8S347/L/BULK IS 4
59771 E432T81S347/H/90C IS 4
61066 E432T8PS347/L/AS/BULK PS 4
61064 E432T8PS347/N/AS/BULK PS 4
66150 E232T8IS/MIC/347/N/AS IS 2
Standard 66151 E232T8IS/MIC/347/N/AS/BULK IS 2
56557 E13278IS347/L/BULK IS 1
62992 E232T8PS347/N/AS/BULK PS 2
59741 E232T8PS347/H/XTRM PS 2
66152 E232T8IS/MIC/L/AS/BULK IS 2
60076 E232T8IS347/H/90C IS 2
60079 E332T8IS347/L/90C/BULK IS 3
69300 - T8/S5/14W/835/48/STD
69301 - T8/S5/14W/840/48/STD
69302 - T8/S5/14W/850/48/STD
69311 - T8/S5/14W/830/48/STD/SMX
69312 - T8/S5/14W/835/48/STD/SMX
69313 - T8/S5/14W/840/48/STD/SMX
69314 - T8/S5/14W/850/48/STD/SMX
Ballast description 1 Lamp 2Lamps | 3Lamps | 4 Lamps
Ballast
et A Starting | Number of Input voltage version
method lamps
10294 E432T8IS347/N 1S 4
56603 E432T81S347/L/BULK 1S 4
59771 E432T8IS347/H/90C 1S 4
61066 E432T8PS347/L/AS/BULK PS 4
61064 E432T8PS347/N/AS/BULK PS 4
66150 E232T8IS/MIC/347/N/AS 1S 2
Standard 66151 E232T8IS/MIC/347/N/AS/BULK 1S 2
56557 E132T8/S347/L/BULK 1S 1
62992 E232T8PS347/N/AS/BULK PS 2
59741 E232T8PS347/H/XTRM PS 2
66152 E232T8IS/MIC/L/AS/BULK 1S 2
60076 E232T8IS347/H/90C 1S 2
60079 E33278IS347/L/90C/BULK 1S 3
R A A o et A A B corcete [ roncompate [

revisions that may affect compatibility. Compatibility may also extend beyond this list and Stanpro recommends testing a few fixtures with
the ballast compatible lamps, even if the ballast is on this compatibility list, to ensure compatibility and performance.

To validate compatibility with ballasts that are not on this list, please contact your sales representative
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69295 - T8/55/8W/840/24/STD
69296 - T8/55/10W/840/36/STD
69297 - T8/S5/11W/835/48/STD
69298 - T8/55/11W/840/48/STD
69299 - T8/55/11W/850/48/STD
69300 - T8/55/14W/835/48/STD
69301 - T8/S5/14W/840/48/STD

Other brands: 120/277 V (1/4)

69302 - T8/55/14W/850/48/STD
69303 - T8/55/8W/830/24/STD/SMX
69304 - T8/55/8W/835/24/STD/SMX
69305 - T8/55/10W/835/36/STD/SMX
69306 - T8/55/10W/840/36/STD/SMX
69307 - T8/55/11W/830/48/STD/SMX
69308 - T8/55/11W/835/48/STD/SMX

STANDRRD

69309 - T8/55/11W/840/48/STD/SMX

69310 - T8/S5/11W/850/48/STD/SMX
69311 - T8/55/14W/830/48/STD/SMX
69312 - T8/55/14W/835/48/STD/SMX
69313 - T8/55/14W/840/48/STD/SMX
69314 - T8/55/14W/850/48/STD/SMX

Ballast
version

Ballast description 1 Lamp 2 Lamps 3 Lamps 4 Lamps
Brand Order code Starting | Number JEUE e
method | oflamps | 120V | 277V | 120V | 277V | 120V | 277V | 120V | 277V
Act ACT 2P32ISUNVE s 2
Elﬁggg:i'cs A32TEMICLO IS 2
Arcata ACT 3P32ISUNVLE s 3
cooper Lighting [ ERNAIES IS 4 ]
ko PM-2X32T8-UNV-IS-L s 2
PM-2X32T8-UNV-IS s 2
Espon VE232MVHIPE s 2
VE232MVHIPLE s 2
GE-232-MV-N s 2
GE232MAX-N/ULTRA s 2
GE432MAX-H/ULTRA s 4
GE432MAX-L/ULTRA s 4
GE432MAX-G-N s 4
GE132MAXP-N/ULTRA s 1
GE232MV-N-DIY s 2
General Electric GESS2MVN s :
GE332MAX-N/ULTRA s 3
GE332MAX-L/ULTRA s 3
GE332MAX-G-N s 3
GE432-120-RES s 4
GE432MAX-N/ULTRA s 4
GE332MAXP-L/ULTRA s 3
GE232MAX-G-N s 2
GE-232-MV-PS-N PS 2
EP232IS/MV/HE s 2
EP332IS/MV/HE s 3
EP4321S/L/MV/HE IS 4 ]
EP232IS/L/MV/HE IS 2 ]
EP332IS/L/MV/HE s 3
EP43215/120/MC IS 4 ]
HL232BIS/UV/HE/W s 2
HL432BIS/UV/HE/W IS 4 ]
EP3/321S/MV/SC/HE s 3
EPL4/321S/MV/MC/HE IS 4 ]
E2/3215-120MC IS 2 ] ]
EPL2/32S/MV/MC/HE s 2
Howard EPL3/32IS/MV/SC/HE s 3
USTRUCENN  £P4/3215/MV/MC/HE IS 4 ]
EP2/321S/MV/MC/HE IS 2 ]
EP3/321S/MV/MC/HE s 3
EPH3/32IS/MVMC/HE s 3
EP4/32PPRS/MV/SC/HE PRS 4

Ballasts test are performed with a specific manufacturing date code. Older ballasts, with the same model numbers may have different
electronic designs and consequently compatibility may vary. Similarly, newer ballast, with the same model number, may have undergone
revisions that may affect compatibility. Compatibility may also extend beyond this list and Stanpro recommends testing a few fixtures with
the ballast compatible lamps, even if the ballast is on this compatibility list, to ensure compatibility and performance.

To validate compatibility with ballasts that are not on this list, please contact your sales representative
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LED T8 Type A lamps Ballast Compatibility List STANDRARD'

Other brands: 120/277 V (2/4)

Ballast description 1 Lamp 2 Lamps 3 Lamps 4 Lamps
Input voltage Ba"?St
Starting | Number version
Brand Order code method | of lamps
KTEB-432RIS-1-TP-SL IS 4
KTEB-332-UV-IS-N-P IS 3
KEYSTONE KTEB-232LBF-1-TP-PIC-EV IS 2
KTEB-432-UV-PS-N-P PS 4
KTEB-232-UV-PS-L-P PS 2
LIGHTING
PRODUCTS EB-332EBF-UV-TP-HE 1S 3
LIMITED
SKEU322HEL/SC 1S 2
MAXLITE SKEU324HE/SC IS 4
SKEU323L/SC 1S 3
MLEU322HEL/SC IS 2
QTP 2X32T8/UNV ISN-SC IS 2
QHE 2X32T8/UNV ISN-SC IS 2
QHE 2X32T8/UNV ISL-SC IS 2
QHE 4X32T8/UNV ISN-SC 1S 4
QHE 4X32T8/UNV ISL-SC IS 4
QHE 1X32T8/UNV ISN-SC IS 1
QHE 1X32T8/UNV ISL-SC IS 1
0SRAM QTP 3X32T8/UNV ISN-SC IS 3
SYLVANIA QHE 3X32T8/UNV ISN-SC 1S 4
QHE 3X32T8/UNV ISL-SC 1S 3
QTP2x32T8/277 ISN-D IS 2
QTP 2X32T8/UNV ISL-SC IS 2
QHE 1X32T8/UNV ISH-SC IS 1
QHE 2X32T8/UNV PSH-HT PRS 2
QHE 2X32T8/UNV PSN-MC PRS 2
QHE 4X32T8/UNV PSN-SC PRS 4
FIOZ?Zisﬁccent EB-2321S-120-RES IS 2
I0PA-2P32-N IS 2
I0P-2P32-LW-N IS 2
I0P-4P32-N IS 4
10P-4P32-LW-N IS 4
I0P-1P32-N 1S 1
REB-4P32-SC IS 4
VEL-2P32-SC IS 2
I0PA-4P32-SC IS 4
ICN-132-MC IS 1
GUUINERAGIELTER  ICN-3P32-SC IS 3
VEL-3P32-SC IS 3
I0PA-2P32-LW-N 1S 2
I0P-1P32-LW-N IS 1
10P-1P32-SC IS 1
I0P-1P32-LW-SC IS 1
I0P-2PSP32-SC PS 2
I0P-3PSP32-SC PS 3
I0P-4PSP32-SC PS 4
I0P-4PSP32-LW-SC PS 4
Blecron desgns andcansequentl compatiiity ey vay iy, nwe Gl wih e e madel umber e haveundergre B corpetivie [ ron-compatible [ | i

revisions that may affect compatibility. Compatibility may also extend beyond this list and Stanpro recommends testing a few fixtures with
the ballast compatible lamps, even if the ballast is on this compatibility list, to ensure compatibility and performance.

To validate compatibility with ballasts that are not on this list, please contact your sales representative
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Other brands: 120/277 V (3/4)

Ballast description 1 Lamp 2 Lamps 3 Lamps 4 Lamps
Ballast
Brand Order code Starting | Number Input voltage version
method | of lamps

BAF232IS/MV IS 2

BAF332IS/MV IS 3

PLUSRITE BAF332IS/MV/L IS 3

BAF432IS/MV IS 4

BAF432IS/MV/L IS 4

EP2321S/L/MV/SL IS 2
ProLume

E432IS/120/R/SL IS 4

SOLA E-758-U-232-MC IS 2

120-1/32IS HPF IS 1

U-2/32ISE-LBF IS 2

U-3/32ISE IS 3

120-3/321S MPF IS 3

SUNPARK U-4/321S HPF IS 4

U-4/32ISE-LBF IS 4

U-1/32PSE PS 1

SL15T RS 2

LC 120137 PS 1

Superior Life 10210 P 2

70211 PS 4

SYLVANIA QT 3x32/277 1S IS 3

1cp E3P32ISUNVE IS 3

E4P32ISUNVE IS 4

B232IUNVHP-N IS 2

B232IUNVEL-A IS 2

B233IUNVHE-A IS 2

B432IUNVHE L-A IS 4

B332IUNVHP-A IS 3

B432IUNVHP-A IS 4

B232I120RES-A IS 2

Universal B232IUNVHP-B IS 2
Lighting

Technologies REAEANANGIY IS 4

B432IUNVHEH-E IS 4

B2321277RH-A IS 4

B132IUNVEL-A IS 1

B432PUNVHE-A PS 4

B232PUNVHE-B PS 2

B332PUNVHE-A PS 3

B232SR277530 RS 2

e e e i O o e gt B copeive [ voncompatie [

revisions that may affect compatibility. Compatibility may also extend beyond this list and Stanpro recommends testing a few fixtures with
the ballast compatible lamps, even if the ballast is on this compatibility list, to ensure compatibility and performance.

To validate compatibility with ballasts that are not on this list, please contact your sales representative
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Other brands: 120/277 V (4/4)

STANDRRD’

Ballast description 1 Lamp 2 Lamps 3 Lamps 4 Lamps
Ballast
Starting | Number Input voltage version
Brand Order code g
method | of lamps 120V | 277V
DB-232N-MV-TP-HE IS 2
DB-332N-MV-TP-HE IS 3
Watran DB-432N-MV-TP-HE IS 4
DB-432L-MV-TP-HE IS 4
DB-232N-MV-TP-HE SC IS 2
WHSG3-UNV-T8-IS IS 3
WORK HORSE
WHSG4-UNV-T8-IS IS 4

Standard: 347/480 V - Compatible with all T8 SKUS (69295 - 69314)

Ballast description 1 Lamp 2 Lamps 3 Lamps 4 Lamps
Start | Number Input voltage
Brand Order code
method | of lamps | 347V | 480V | 347V | 480V | 347V | 480V | 347V | 480V
70503 - E232T8IS/MIC/347/N/AS/BULK S2 IS 2
SRR 70502 - E232T8IS/MIC/347/N/AS S2 IS 2
70507 - E432T8IS347/L/BULK S2 IS 4
70506 - E432T8IS347/N S2 IS 4
Other brands: 347/480 V - Gompatible with all T8 SKUS (69295 - 69314)
Ballast description 1 Lamp 2 Lamps 3 Lamps 4 Lamps
i Input voltage
Brand Order code ST LNy P g
method | of lamps | 347y | 480V 480V | 347V | 480V
GE232MAX-G-347 IS 2
General Electric
GE432MAX347-N IS 4
OSRAM QHE 2x32T8/347 PSN-SC PRS 2
OSRAM SYLVANIA QT 2x32/347 ISH-SC IS 2
SYLVANIA QT 4X32/347LP IS 4
Universal Lighting B432I347HE-A S 4
Technologies
Dimming ballast - Compatible with all T8 SKUS (69295 - 69314)
Ballast description o
BF Dimming depth
. Lamp connection
Starting | Number
Brand Order code
method | of lamps | Type | Vvalue N-1Lamp NLamp
Advance REZ-2S32-SC PS 2
General Electric GE132MVPSN-V03 DPS 1 N 0.88 N/A / 14 %
KEYSTONE KTLD-2T8LED-UV-IS-VDIM DPS 2 N 1.18 N/A 16.40 % 16.10 %

Emergency ballast - Compatible with all 5 3 GCT Selectable skus (69891 - 69895)

No Ballast no. Ballast brand Part number
172 I0TA ISL-540 TBTS SERIES D - EMERGENCY LIGHTING EQUIPMENT
173 KEYSTONE KT-EMRG-500 EMERGENCY LIGHTING EQUIPMENT
174 PHILIPS bodine B50 EMERGENCY LIGHTING EQUIPMENT

Ballasts test are performed with a specific manufacturing date code. Older ballasts, with the same model numbers may have different
electronic designs and consequently compatibility may vary. Similarly, newer ballast, with the same model number, may have undergone
revisions that may affect compatibility. Compatibility may also extend beyond this list and Stanpro recommends testing a few fixtures with
the ballast compatible lamps, even if the ballast is on this compatibility list, to ensure compatibility and performance.

To validate compatibility with ballasts that are not on this list, please contact your sales representative
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Emergency ballast - Compatible with all T8 SKUS (69295 - 69314)

STANDRRD’

No Ballast no. Ballast brand Part number Start method # of lamps N-Lamp
402 EXITRONIX XEB-7-B-LM AC 1
416 KEYSTONE KT-EMRG-1300-T5 AC 1
419 BODINE B50 AC 2 Can work with these
420 ESPEN VEM500DV(L) AC 1 Emergency Ballast
422 ESPEN VEM1300DV(L) AC 1
424 TAMLITE BAL1400LPACTD AC 1

Ballasts test are performed with a specific manufacturing date code. Older ballasts, with the same model numbers may have different
electronic designs and consequently compatibility may vary. Similarly, newer ballast, with the same model number, may have undergone
revisions that may affect compatibility. Compatibility may also extend beyond this list and Stanpro recommends testing a few fixtures with
the ballast compatible lamps, even if the ballast is on this compatibility list, to ensure compatibility and performance.

To validate compatibility with ballasts that are not on this list, please contact your sales representative
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