proJeCT: | o 7c: [
DisTRBUTOR: | c~TALoGuE +: I =
orawney: [ conTrRAcTOR: I -0

PIR MOTION SENSOR

(PLUG-IN) STANPRO
FIELD INSTALLABLE* SPEC SHEET

ORDERING INFORMATION
OrderCode: 6975 TECHNICAL DRAWING

Model Number:  OSI-PIRI08E
UPC: 069549029521
DLCID: N-HK2HBX

FEATURES

+ Non-Bluetooth® plug-and-play PIR sensor for compatible luminaires
+ Enables Luminaire Level Lighting Control (LLLC)
« Integrated daylight harvesting
« Supports configurable time delay and bi-level dimming o
« Compatible with Genio Bluetooth® Luminaire Controller (69733) or
compatible smart LED drivers

SENSOR TECHNICAL SPECS

Input Voltage: 12VDC
Input Current: 45 mA Max
Input Power: 0.5W
Output Voltage: 10VDC
Output Current: 10 mA Max
Output Power: [OARYY
Dimming: Class 2,0-10 V DC 10 mA Max A B c D
Sinking Current: 10 mA Max
Color: White
Operating Temperature:  -30 °C to 55 °C (-22 °F to 131 °F) " 21/2" 7/8" 1/2"
Storage Temperature: -30°Cto 85°C (-22 °F t0 185 °F) (2,50 cm) (620 cm) (210cm) (130 cm)
Housing Material: UL 94-VO
Order Code Model Number
69621 L3CBX-1LP30P-Q/TW-BT
69622 L3CBX-2LP35P-Q/TW-BT
69623 L3CBX-4LP45P-Q/TW-BT
69632 L3PNX-1LP40P-Q/TW-BT
69633 L3PNX-2LP40P-Q/TW-BT
69634 L3PNX-4LP50P-Q/TW-BT > YEARS DAV

WARRANTY LOCATION

Not all products are qualified on the DLC QPL. To view our DLC qualified products, please consult

the DLC Qualified Products List at www.designlights.org/search.
* Requires specific tooling to be integrated into Smart luminaires.
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STANPRO | GEnio — 69731

SENSOR SETTINGS OPTIONS' SENSOR MOUNTING AND
DETECTION RANGE

Parameter Settings Options
. ) . Mounting Height 15 ft (4.6 m) Max
1st Time Delay 1min - 59 min, e g helg
" ! A Detection Range 32 ft (9.75 m) Max
2nd Time Delay 1min - 59 min, o 9 ( )
Dim Level 1%-100 %

' For detailed sensor programming and settings information, please refer to the
Genio App Instruction Guide.
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GENIO CONTROL SYSTEM

Genio is Stanpro’s smart brand of lighting and emergency lighting. Integrating the latest in Bluetooth® Mesh technology, Genio
products allow for customizable features that can be adjusted at your fingertips using a smartphone or other compatible
devices. This system is easy to use, versatile and futureproof!

#  Download on the
. App Store %

By, CETITON - Download our App
> Google Play [=]:%:

Instruction Guide

The Bluetooth® word mark and logos are owned by the Bluetooth SIG, Inc. and any use of such marks by Ascot Capital Group is under license. Other trademarks and
trade names are those of their respective owners.
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