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DESCRIPTION

A high performance luminaire with the advantages of an attractive 
open face design offers glare free, welcoming light, in most commercial 
installations. The intended use: security lighting over entrances, stairwells 
and pedestrian areas.

POWER RANGE

• 35W to 70W high pressure sodium lamp
• 26W to 42W compact fluorescent lamp

ARCHITECTURAL HOUSING

The weather-resistant, polycarbonate housing with die-cast aluminum 
base blends well with any surrounding, making it suitable for installing in 
public areas.

REFRACTOR

This one piece UV stabilized polycarbonate prismatic refractor is designed for 
general purpose distribution. 

EASY INSTALLATION AND LAMP REPLACEMENT

The refractor easily opens by means of a stainless steel screw located on 
each side.

MOUNTING

Wall mount directly over an octagon box or use with surface conduit, for 
indoor or outdoor applications.

LAMP SOCKET

Medium base pulse rated lamp socket with a nickel plated screw shell and 
spring loaded center contact.

DIMENSIONS

WPI

26W to 70W

Approvals: 
CSA Certified to C22.2 #250
Suitable for wet locations.

11"

6-3/4"5-1/4"

ORDERING GUIDE

WPI

Series Lamp type Wattage Voltage Options

WPI S - High  Pressure Sodium 0035 - 35W 
0050 - 50W 
0070 - 70W

A - 120V C - Coated lamp
H -  HPF capacitor (for 120V HPS reactor ballast only)
P - Photocell (120V only)
WH - White housing (brown is standard)
FU - Fusing

F - Compact Fluorescent 0026 - 26W
0032 - 32W
0042 - 42W

A - 120V
E - 277V
H - 347V
W - 120/277V

Note:  Multi-tap ballasts are factory pre-wired to highest voltage, unless other wiring specified.
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