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Stanpro now offers a complete line of Decorative Pendants, available in a selection of seven  finishes and two different lampholder 
styles. Reflectors, glass shades and cages are also available to create a customizable look. Offered with a 10 feet cord, these 
pendants are suitable for both commercial and residential applications. Whether your decor is traditional, industrial, modern or 
rustic, you’ll find a solution that will suit your style. 

Consult Stanpro’s LED lamps catalogue to choose among a wide variety of LED filament lamps which will add the final touch to your luminaire.

Decorative Pendant
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Order
code

Description
Volts  

(VAC)

Maximum 
Watts per socket 

(W)

Socket Canopy and 
socket finish

Cord 
Color

Cord 
Lenght 

(ft)

Wire 
Gauge

Case 
qty 

(master)

Series 100 - Modern Style
67266 PND/100/HW/BN-BK-BN/STD 120 60 E26 Brushed Nickel Black 10 18 AWG/2C 27
67267 PND/100/HW/CH-SLV-CH/STD 120 60 E26 Chrome Silver 10 18 AWG/2C 27
67270 PND/100/HW/ANT.GLD-BK-ANT.GLD/STD 120 60 E26 Antique Gold Black 10 18 AWG/2C 27

Series 110 - Industrial Style
67272 PND/110/HW/BN-BK-BN/STD 120 60 E26 Brushed Nickel Black 10 18 AWG/2C 27
67273 PND/110/HW/CH-SLV-CH/STD 120 60 E26 Chrome Silver 10 18 AWG/2C 27
67276 PND/110/HW/ANT.GLD-BK-ANT.GLD/ STD 120 60 E26 Antique Gold Black 10 18 AWG/2C 27

Series 100
Modern Style

Series 110
Industrial Style
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DECO PENDANT            5            



warranty

yrs2damp
location

1 A black decorative ring is included with each glass shade. Other finishes available. Order separately.
2 Decorative rings only compatible with Series 300, 310 & 320.

Series 200

Series 300

Series 330 (10” & 14”) Series 340 (10” & 14”) Series 400 (10" & 14")

Series 310 Series 320 Decorative Ring

Series 210

Accessory Order  
code

Description Finish Diameter  

(in)

Case  
qty  

(master)

Metal cages Series 200 - Industrial Style Cages 
67278 PND/LHC/200/BK/STD Black 5.5 27

Series 210 - Industrial Style Cages
67279 PND/LHC/210/BK/STD Black 5.3 27

Glass shades 1 Series 300
67280 PND/LS/300/GLS/7.5IN/CLR/STD Clear 7.4 8

Series 310
67281 PND/LS/310/GLS/7IN/CLR/STD Clear 7 8

Series 320
67282 PND/LS/320/GLS/5.5IN/CLR/STD Clear 5.5 18

Decorative rings 2 67293 PND/RING/WH/STD White - 40

67294 PND/RING/BN/STD Brushed Nickel - 40

67295 PND/RING/CH/STD Chrome - 40

67297 PND/RING/ANT.GLD/STD Antique Gold - 40

67298 PND/RING/BK.CH/STD Black Chrome - 40

67299 PND/RING/BZ/STD Oil Rubbed Bronze - 40

Metal reflectors Series 330 - Modern Style
67283 PND/LS/330/STL/10IN/BK/STD Black 10 12

67284 PND/LS/330/STL/10IN/WH/STD White 10 12

67285 PND/LS/330/STL/14IN/BK/STD Black 14 6

67286 PND/LS/330/STL/14IN/WH/STD White 14 6

Series 340 - Industrial Style 
67287 PND/LS/340/STL/10IN/BK/STD Black 10 16

67288 PND/LS/340/STL/10IN/WH/STD White 10 16

67289 PND/LS/340/STL/14IN/BK/STD Black 14 8

67290 PND/LS/340/STL/14IN/WH/STD White 14 8

Series 400 - Industrial Style Half-Cages 
67291 PND/LSC/400/10IN/BK/STD Black 10 16

67292 PND/LSC/400/14IN/BK/STD Black 14 8
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Industrial Cage Series 
200

Glass Shade
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Industrial Cage 
Series 210

Glass Shade 
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Glass Shade 
Series 320
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LED Wall Sconce - Traditional
Our LED Wall Sconces adapt to a variety of applications, as they are available in several different sizes and color temperatures 
of 3 000 K and 4 000 K. These luminaires operate on line voltage and provide a diffused direct lighting, as well as a 120° 
angled upward and downward lighting.  
 
These Wall Sconce Luminaires come equipped with double-sided frosted lenses and depending on the desired look, they can 
be installed with a glossy or matte lens finish.
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DoubleSingle

QuadrupleTriple

Lumen values are derived from photometric testing
For a complete list of compatible dimmers and ENERGY STAR qualified products, please visit www.standardpro.com warranty
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Order  
code

Description ES 
 

(Yes/No)

Watts  
 

(W)

Volts  
 

(VAC)

Color  
temp.  

(K)

Lumen  
output  

(lm)

Efficiency  
 

(lm/W)

CRI Life  
L70  
(hrs)

Housing 
Finish

Lens 
Finish

Beam  
angle  

(°)

Dimming 
 

(Yes/No)

Power  
factor

THD 
 

(%)

Case  
qty  

(master)

Single
65838 SVAN/SINGLE/10W/30K/BN/F/STD Yes 10 120 3 000 628 63 90 50 000 Brushed nickel Frosted 120 Yes >0.9 <30 12

65839 SVAN/SINGLE/10W/40K/BN/F/STD Yes 10 120 4 000 669 67 90 50 000 Brushed nickel Frosted 120 Yes >0.9 <30 12

Double
65840 SVAN/DOUBLE/20W/30K/BN/F/STD Yes 20 120 3 000 1 266 63 90 50 000 Brushed nickel Frosted 120 Yes >0.9 <30 12

65841 SVAN/DOUBLE/20W/40K/BN/F/STD Yes 20 120 4 000 1 344 67 90 50 000 Brushed nickel Frosted 120 Yes >0.9 <30 12

Triple
65842 SVAN/TRIPLE/30W/30K/BN/F/STD Yes 30 120 3 000 1 917 64 90 50 000 Brushed nickel Frosted 120 Yes >0.9 <30 6

65843 SVAN/TRIPLE/30W/40K/BN/F/STD Yes 30 120 4 000 2 023 67 90 50 000 Brushed nickel Frosted 120 Yes >0.9 <30 6

Quadruple
65844 SVAN/QUAD/40W/30K/BN/F/STD Yes 40 120 3 000 2 579 64 90 50 000 Brushed nickel Frosted 120 Yes >0.9 <30 6

65845 SVAN/QUAD/40W/40K/BN/F/STD Yes 40 120 4 000 2 422 61 90 50 000 Brushed nickel Frosted 120 Yes >0.9 <30 6

ACCESSORY
Order  
code

Description Type Finish /  
color

Compatible 
with

Case qty  
(inner/master)

65959 SVAN/LENS/F/STD Lens for modular vanity and wall sconce Frosted
65838, 65839, 65840, 65841, 
65842, 65843, 65844, 65845

10/200

damp
location

ICES
005
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LED Wall Sconce - Linear
Our series of linear LED Wall Sconces, equipped with frosted lenses, provide high quality lighting with a CRI 90+ while adding 
a decorative touch to the application. Adding an LED Wall Sconce adds a decorative element to match the look of a room ; its 
modern design and smooth lighting can be integrated in a wide variety of decors.These linear LED wall sconces emitt a soft 
white light and are offered in 3 different finishes. They are the perfect solution to everyday needs.

10            WALL SCONCES  



Lumen values are derived from photometric testing
For a complete list of compatible dimmers, please visit www.standardpro.com warranty

yrs5
dimmable
�xture

damp
location

ICES
005

Order  
code

Description ES 
 

(Yes/No)

Watts  
 

(W)

Volts  
 

(VAC)

Color  
temp.  

(K)

Lumen  
output  

(lm)

Efficiency  
 

(lm/W)

CRI Life  
L70  
(hrs)

Finish Lens 
Finish

Beam  
angle  

(°)

Dimming 
 

(Yes/No)

Power  
factor

THD 
 

(%)

Case  
qty  

(master)

12''
67342 SVAN/5W/12IN/30K/CH/F/STD No 5 120 3 000 443 89 90 50 000 Chrome Frosted 120 Yes >0.9 <15 10

67343 SVAN/5W/12IN/30K/BN/F/STD No 5 120 3 000 439 88 90 50 000 Brushed Nickel Frosted 120 Yes >0.9 <15 10

67344 SVAN/5W/12IN/30K/BK/F/STD No 5 120 3 000 421 84 90 50 000 Black Frosted 120 Yes >0.9 <15 10

24''
67346 SVAN/10W/24IN/30K/CH/F/STD No 10 120 3 000 879 88 90 50 000 Chrome Frosted 120 Yes >0.9 <15 10

67347 SVAN/10W/24IN/30K/BN/F/STD No 10 120 3 000 889 89 90 50 000 Brushed Nickel Frosted 120 Yes >0.9 <15 10

67348 SVAN/10W/24IN/30K/BK/F/STD No 10 120 3 000 845 85 90 50 000 Black Frosted 120 Yes >0.9 <15 10

36''
67349 SVAN/15W/36IN/30K/CH/F/STD No 15 120 3 000 1 221 81 90 50 000 Chrome Frosted 120 Yes >0.9 <15 10

67350 SVAN/15W/36IN/30K/BN/F/STD No 15 120 3 000 1 219 81 90 50 000 Brushed Nickel Frosted 120 Yes >0.9 <15 10

67351 SVAN/15W/36IN/30K/BK/F/STD No 15 120 3 000 1 160 77 90 50 000 Black Frosted 120 Yes >0.9 <15 10

48''
67352 SVAN/20W/48IN/30K/CH/F/STD No 20 120 3 000 1 470 74 90 50 000 Chrome Frosted 120 Yes >0.9 <15 10

12" (305 mm) or 24'' (610 mm) or 36" (914 mm) or 48" (1 220 mm)
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LED Wall Sconce - Contemporary
Our Contemporary LED Wall Sconce Luminaire series is available in 3 sizes and offers the advantage of an integrated 3 color 
temperature selection. 
With a contemporary design in either chrome, black or brushed nickel finish, our wall sconce luminaires are ideal to add a 
modern touch to any residential or commercial space.
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Order  
code

Model number Watts  
 

(W)

Volts  
 

(VAC)

Color  
temp.  
(K)1

Lumen  
 output 
(lm)2, 3

Efficiency  
 

(lm/W)

CRI Life  
L70  

(hrs)4

Beam  
angle  

(°)

Shape Finish Dimming 
 

(Yes/No)

Power  
factor

Master 
case  
qty 

3 CCT Selectable
14"
69021 SVANCO14-S15W-A-3CBK 15 120 3 000/3 500/4 000 886 59 90+ 50 000 170 Square Black Yes ≥0.90 4
69024 SVANCO14-S15W-A-3CCH 15 120 3 000/3 500/4 000 1 074 72 90+ 50 000 170 Square Chrome Yes ≥0.90 4
69033 SVANCO14-S15W-A-3CBN 15 120 3 000/3 500/4 000 1 030 68 90+ 50 000 170 Square Brushed Nickel Yes ≥0.90 4

24"
69022 SVANCO24-S20W-A-3CBK 20 120 3 000/3 500/4 000 1 221 61 90+ 50 000 160 Square Black Yes ≥0.90 4
69025 SVANCO24-S20W-A-3CCH 20 120 3 000/3 500/4 000 1 408 70 90+ 50 000 160 Square Chrome Yes ≥0.90 4
69034 SVANCO24-S20W-A-3CBN 20 120 3 000/3 500/4 000 1 350 68 90+ 50 000 160 Square Brushed Nickel Yes ≥0.90 4

38"
69023 SVANCO38-S28W-A-3CBK 28 120 3 000/3 500/4 000 1 880 67 90+ 50 000 160 Square Black Yes ≥0.90 4
69026 SVANCO38-S28W-A-3CCH 28 120 3 000/3 500/4 000 2 197 78 90+ 50 000 160 Square Chrome Yes ≥0.90 4
69035 SVANCO38-S28W-A-3CBN 28 120 3 000/3 500/4 000 2 197 78 90+ 50 000 160 Square Brushed Nickel Yes ≥0.90 4

Lumen values are derived from photometric testing
For a complete list of compatible dimmers, please visit www.standardpro.com warranty

yrs5
dimmable
�xture3 000/3 500/4 000 K

CCT  TCC
3

damp
location

ICES
005
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Round

Lumen values are derived from photometric testing
For a complete list of compatible dimmers, please visit www.standardpro.com warranty

yrs5
dimmable
�xture3 000/3 500/4 000 K

CCT  TCC
3

damp
location

ICES
005
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Order  
code

Model number Watts  
 

(W)

Volts  
 

(VAC)

Color  
temp.  
(K)1

Lumen  
 output 
(lm)2, 3

Efficiency  
 

(lm/W)

CRI Life  
L70  

(hrs)4

Beam  
angle  

(°)

Shape Finish Dimming 
 

(Yes/No)

Power  
factor

Master 
case  
qty 

3 CCT Selectable
14"
69027 SVANCO14-R15W-A-3CBK 15 120 3 000/3 500/4 000 886 59 90+ 50 000 170 Round Black Yes ≥0.90 4
69030 SVANCO14-R15W-A-3CCH 15 120 3 000/3 500/4 000 1 074 72 90+ 50 000 170 Round Chrome Yes ≥0.90 4
69036 SVANCO14-R15W-A-3CBN 15 120 3 000/3 500/4 000 1 030 68 90+ 50 000 170 Round Brushed Nickel Yes ≥0.90 4

24"
69031 SVANCO24-R20W-A-3CCH 20 120 3 000/3 500/4 000 1 408 70 90+ 50 000 160 Round Chrome Yes ≥0.90 4
69037 SVANCO24-R20W-A-3CBN 20 120 3 000/3 500/4 000 1 350 68 90+ 50 000 160 Round Brushed Nickel Yes ≥0.90 4

38"
69029 SVANCO38-R28W-A-3CBK 28 120 3 000/3 500/4 000 1 880 67 90+ 50 000 160 Round Black Yes ≥0.90 4
69032 SVANCO38-R28W-A-3CCH 28 120 3 000/3 500/4 000 2 197 78 90+ 50 000 160 Round Chrome Yes ≥0.90 4
69038 SVANCO38-R28W-A-3CBN 28 120 3 000/3 500/4 000 2 197 78 90+ 50 000 160 Round Brushed Nickel Yes ≥0.90 4
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LED Wall Sconce Impression
Our Impression LED Wall Sconce luminaire is the ideal choice for a simple, high quality lighting solution. Take advantage of a 
slightly larger design that will seamlessly cover previous fixture's footprint, save time as no painting or touch ups are required 
for retrofit installations. This luminaire also features an integrated 5 color temperature switch allowing for customization to
a variety of applications, whether it be residential or a commercial space.
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Lumen values are derived from Energy Star reported data.
For a complete list of compatible dimmers, please visit www.standardpro.com warranty

yrs5
dimmable
�xture2 700/3 000/3 500/4 000/5 000 K

CCT  TCC
5

damp
location

ICES
005

Order  
code

Model  
number

Watts  

 
(W)

Volts  

 
(VAC)

Color  
temp.

  
(K)

Lumen  
output

 
(lm)

Efficacy  

 
(lm/W)

CRI Life  
L70 

 
(hrs)

Beam 
angle 

(°)

Shape Finish Dimming 

 
(Yes/No)

Power  
factor

Master 
case  
qty 

5 CCT Selectable
10"
69562 SVANIM10-R20W-A-5CBN 20 120 2 700/3 000/3 500/4 000/5 000 1 500 75 90+ 50 000 100 Round Brushed Nickel Yes ≥0.90 4

69563 SVANIM10-R20W-A-5CBK 20 120 2 700/3 000/3 500/4 000/5 000 1 500 75 90+ 50 000 100 Round Black Yes ≥0.90 4

24"
69564 SVANIM24-R28W-A-5CBN 28 120 2 700/3 000/3 500/4 000/5 000 2 200 79 90+ 50 000 100 Round Brushed Nickel Yes ≥0.90 4

69565 SVANIM24-R28W-A-5CBK 28 120 2 700/3 000/3 500/4 000/5 000 2 200 79 90+ 50 000 100 Round Black Yes ≥0.90 4
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LED Architectural
Luminaires
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warranty

yrs5
dimmable
�xture

damp
location

ICES
005

48" or 96"

3.15"

2.76"

KOLIKA - L1KCL Gen.2
Suspended LED Linear  
3 CCT Selectable
The KOLIKA luminaires offer a sleek and lightweight design, 
making it the perfect choice for creating a modern atmosphere in 
any office, commercial or retail space.
These 4’ and 8’ luminaires are available in a black or white matte 
finish and features the versatility to change the color temperature 
using a simple switch located inside the luminaire.
The KOLIKA GEN2 series also includes a stylish up and down light 
option, which provides a lovely indirect diffused light with more 
light directed downward to light up the desired space efficiently.

ACCESSORY

3 000/3 500/4 000 K

CCT  TCC
3

Direct 
Light

Direct / Indirect
Light

Order 
code

Model number Watts  
 

(W)

Volts  
 

(VAC)

Colour  
temp.  

(K)

Lumen  
  

(lm)

Efficiency  
 

(lm/W)

CRI Life  
L70  
(hrs)

Tested  
LM-80  
(hrs)

Finish Power  
factor

THD 
 

(%)

Case  
qty  

(master)

4'
Direct

68575 L1KCL-G2-4LS1-3C-WH 25 120-277 3 000/3 500/4 000 3 026 121 80+ 137 000 9 000 White >0.9 <15 6

68576 L1KCL-G2-4LS2-3C-WH 40 120-277 3 000/3 500/4 000 4 844 121 80+ 137 000 9 000 White >0.9 <15 6

68577 L1KCL-G2-4LS2-3C-BK 40 120-277 3 000/3 500/4 000 4 844 121 80+ 137 000 9 000 Black >0.9 <15 6

Direct/Indirect

68578 L1KCL-G2-4LS2U-3C-WH 40 120-277 3 000/3 500/4 000 5 000 125 80+ 137 000 9 000 White >0.9 <15 6

68579 L1KCL-G2-4LS2U-3C-BK 40 120-277 3 000/3 500/4 000 4 800 120 80+ 137 000 9 000 Black >0.9 <15 6

8'
Direct

68580 L1KCL-G2-8LS1-3C-WH 80 120-277 3 000/3 500/4 000 9 760 122 80+ 137 000 9 000 White >0.9 <15 4

68581 L1KCL-G2-8LS1-3C-BK 80 120-277 3 000/3 500/4 000 9 760 122 80+ 137 000 9 000 Black >0.9 <15 4

Direct/Indirect

68582 L1KCL-G2-8LS1U-3C-WH 80 120-277 3 000/3 500/4 000 10 000 125 80+ 137 000 9 000 White >0.9 <15 4

68583 L1KCL-G2-8LS1U-3C-BK 80 120-277 3 000/3 500/4 000 9 600 120 80+ 137 000 9 000 Black >0.9 <15 4

Order
code

Model number Type

68584 KIT-CK2 Joiner kit for row mounting

69097 KIT-CANOPY-WH Canopy Kit with suspension cable

69098 KIT-CANOPY-WH Canopy Kit with suspension cable

* Please ensure to order a new kit for every fixture added.

4' (48")   
8' (96")
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warranty

yrs5
dimmable
�xture

damp
location

ICES
005

48" or 96"

3.15"

2.76"

Model 
number

DLC 
unique 

ID

Watts  
 

(W)

Volts  
 

(VAC)

Color 
temp.

(K)

Lumen
 

(lm)3

Efficiency
 

(lm/W)

CRI Life 
L70 
(hrs)

Finish Dimming

(Yes/No)

Power
factor

THD 
 

(%)

Case 
qty

(master)

4"
L1KCL-4LS1/35K - 23 120-277 3 500 2 500 109 80+ 50 000 White Yes >0.9 <20 6

L1KCL-4LS1/40K - 23 120-277 4 000 2 500 109 80+ 50 000 White Yes >0.9 <20 6

L1KCL-4LS2/40K PLHORJWP3H7Q 42 120-277 4 000 5 000 120 80+ 50 000 White Yes >0.9 <20 6

8"
L1KCL-8LS1/35K PLUSL93ZBW72 85 120-277 3 500 9 900 116 80+ 50 000 White Yes >0.9 <20 4

Description Type

KIT-GEN-CK Joiner kit for row mounting1

1 Please ensure to order a new kit for every fixture added.

KOLIKA - L1KCL 
Suspended LED Linear

Our Kolika Quick Ship LED offers an energy-efficient, low 
maintenance luminaire that accommodates most design 
applications. The light weight and easy to install L1KCL  
is designed to offer maximum energy savings, substantially 
reduced maintenance costs and superior quality.

ACCESSORY
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warranty

yrs5IC
rated

damp
location

ICES
005

T-GRID LED LINEAR LIGHT
The L3CTG is available in 2' and 4' which can be compatible to 15/16" standard 
suspended ceilings system. This product offers lighting designers more freedom to 
design since the LED module can follow the ceiling elements in many different ways. 
It is suitable for commercial and architectural environments that require a unique 
and elegant lighting design.

Order  
code

Model
number

DLC  
unique  

ID

Width

(in)

Watts  
 

(W)

Color  
temp.  
(K)2

Lumen  
  

(lm)3

Efficiency  
 

(lm/W)

CRI Life  
L70  

(hrs)4

Cable
rating

Lens 
finish

Dimming 
 

(Yes/No)

Power  
factor

THD 
 

(%)

Case  
qty  

(master)

2"
68025 L3CTG-0215LS1/35K PL5RUZGG1HAH 15/16 10 3 500 1 260 126 80+ 50 000 FT6 Frosted Yes >0.9 <20 18

68026 L3CTG-0215LS1/40K PLA2M5KQGITF 15/16 10 4 000 1 320 132 80+ 50 000 FT6 Frosted Yes >0.9 <20 18

4"
68027 L3CTG-0415LS2/35K PLBJ29RKPG4E 15/16 20 3 500 2 540 127 80+ 50 000 FT6 Frosted Yes >0.9 <20 18

68028 L3CTG-0415LS2/40K PLERYM5Z9ZTU 15/16 20 4 000 2 670 133 80+ 50 000 FT6 Frosted Yes >0.9 <20 18

L3CTG-04L3CTG-02
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47.24"

7.87"

0.94"

L1DIP-4

7.87"

0.94"

94.48"

L1DIP-8

warranty

yrs5
dimmable
�xture3 000/3 500/4 000 K

CCT  TCC
3

damp
location

ICES
005

Direct / Indirect
Light

EDGE
The EDGE is a light weight, linear suspended LED luminaire offering excellent 
uniform direct/indirect lighting distribution, allowing for the perfect addition to any 
modern office space. Available in a single color temperature or with selectable color 
temperature via a simple switch positioned on the top of the luminaire. Its mounting 
options provide versatility; it can be mounted individually in 4' and 8' sections or 
connected to create a continuous row system providing linear illumination.

Page 2/3

L1DIP • Rev. 17/6/2022
2233 rue de l’Aviation, Dorval, QC H9P 2X6

 514.739.9984, 1.866.280.2332  •   1.866.265.8801 • www.stanprols.com

Data is based upon tests performed in a controlled environment. Actual performance can vary depending on operating conditions. 
All products are subject to change or may be discontinued any time without notice.

L1DIP

QUICK SHIP TECHNICAL SPECIFICATION TABLE  1

COMPATIBLE DIMMERS1

Brand Model number

LUTRON DIVA-DVTV

LEVITON D5710

LEGRAND WS4FBL3P

LEVITON DD710

LUTRON NOVA NTSTV DV
Dimming range : 10%-100%
1 The fixture dimmer compatibility table shown above is for dimming 
functionality only. The dimmers listed in this chart may not comply to 
ICES 005 class A or B standards. To confirm ICES 005 compliance 
please contact the dimmer manufacturer.

DIMENSIONS

47.24"

7.87"

0.94"

7.87"

0.94"

94.48"
L1DIP-4 L1DIP-8

PHOTOMETRIC DATA1

Illuminance at a distance
180° 170° 160° 150° 140°

130°

120°

110°

100°

90°

80°

70°

60°

50°

40°30°20°10°VA: 0°

600

500

400

300

200

100

CD: 0

100

200

300

400

500

600

- 0° H

- 90° H

Polar candela distribution

Center beam fc Beam width

4.0' 31.4 fc 18.9' 27.0'

8.0' 7.86 fc 37.8' 54.0'

12.0' 3.49 fc 56.7' 81.0'

16.0' 1.96 fc 75.6' 108.0'

20.0' 1.26 fc 94.4' 135.0'

24.0' 0.87 fc 113.3' 162.0'

 Vert. spread: 134.1°
 Horiz. spread: 147.0°

L1DIP-4LS1-35K • 4 253.2 lm

Zonal lumen summary
Zone Lumens % Fixture

0-30 433 10.2%
0-40 753.6 17.7%
0-60 1 545.1 36.3%
60-90 726.4 17.1%
70-100 399.3 9.4%
90-120 555.9 13.1%
0-90 2 271.5 53.4%
90-180 1 981.8 46.6%
0-180 4 253.2 100%

 1 Complete IES files available on our website.

Order  
code

Model 
number

Watts 

(W)

Volt 

(VAC)

Color 
temp.
(K)2

Lumen 

(lm)3

Efficiency 

(lm/W)

CRI Life 
L70 

(hrs)4

Dimming

(Yes/No)

Finish Power
factor

THD 

(%)

Case 
qty

(master)

48"
L1DIP-4LS1/35K 40 120-277  3 500 4 200 105 80+ 50 000 Yes White >0.9 <20 3

48" 3 CCT Selectable
68965 L1DIP-G2-4LS1-3C 40 120-277 3 000/3 500/4 000 4 825 115 80+ 54 000 Yes White >0.9 <20 2

96"
L1DIP-8LS1/40K 80 120-277 4 000 8 400 105 80+ 50 000 Yes White >0.9 <20 2

 1 QUICK SHIP:  Product availability is subject to change without notice. Please contact your Stanpro customer service representative to confirm inventory levels at time of order.
 2 Typical color temperature range: +/- 5 %.
 3 Lumen values are derived from photometric testing. Initial lumens range: +/- 10 %.
 4 Life hours are derived from IESNA LM-80-08 testing report and projected per IESNA TM-21-11 extrapolations.
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LED Swivel (120 V)
The LED Swivel is the perfect solution to replace traditional Xenon undercabinet luminaires. Working directly off of line voltage, 
no LED driver is required and hardwired connections can be made directly inside the luminaire. For a quick and easy installation, 
use the 120V power cord plug to make the connection to the power outlet.

The LED Swivel also offers the option to swivel the module and direct the light where desired, depending on the needs of the 
application. The selectable color temperature feature enables to set the light to the right mood or activity; whether you need a 
warm and cozy atmosphere or a cooler task lighting.
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• Selectable color temperature switch - 2 700 K / 3 000 K / 4 000 K
• Selectable power switch - two intensities
•	For an installation without interruption, use the end to end connector
• Up to 300 W can be daisy chained
•	5 different lengths available

LED SWIVEL

4” (98 mm)

1 1/2” (32.5 mm)

9" (228 mm) 
12" (305 mm)

18" (457.5 mm)
24" (610 mm)
32" (813 mm)

Lumen values are derived from photometric testing
For a complete list of compatible dimmers, please visit www.standardpro.com 

ACCESSORIES

Order 
code

Description Type Figure Length
 

in. (mm)

Case
qty

(master)

67202 UCS/PLUG/120V/STD 120 V Power Cord Plug A 73 5/8 (1 870) 100

67203 UCS/JUMPER/6IN/STD 6” Jumper B 6 (152.5) 500

67204 UCS/JUMPER/24IN/STD 24” Jumper B 24 (610) 250

67205 UCS/JUMPER/36IN/STD 36” Jumper B 36 (914) 100

67787 UC/HARDWIREBOX/120V/STD Hardwire Box C 6.5 (165) 50

A

C

B

dimmable
�xture

power
selectable

W
damp
location2 700/3 000/4 000 K

CCT  TCC
3

warranty

yrs5

INCLUDED IN THE BOX

Quantity Description

1 Installation Sheet

1 1/2" Romex Hardwired Connector

1 End to End Connector

2 Mounting screws

ICES
005

1Lower lumen output / Highest lumen output at 3000K

Order  
code

Part  
number

Watts  
 

(W)

Volts  
 

(VCA)

Color  
temp.  
(K)2

Lumen  
output  
(lm)3

Efficiency  
 

(lm/W)

CRI Life  
L70  

(hrs)4

Beam 
Angle

(°)

Housing 
finish

Lens
finish

Dimmable 

(Yes/No)

Power 
Factor

THD 
 

(%)

Case 
qty 

(master)

9"
68481 UCS/9IN/120V/3W/SEL/FR/WH 1.5/3 120 2 700/3 000/4 000 108/204 58 90 50 000 102 White Frosted Yes >0.90 <15 10

12"
67194 UCS/12IN/120V/5W/SEL/FR/WH/STD 2.5/5 120 2 700/3 000/4 000 195/359 60 90 50 000 102 White Frosted Yes >0.90 <15 10

18"
67195 UCS/18IN/120V/8W/SEL/FR/WH/STD 4/8 120 2 700/3 000/4 000 365/624 65 90 50 000 102 White Frosted Yes >0.90 <15 10

24"
67196 UCS/24IN/120V/12W/SEL/FR/WH/STD 6/12 120 2 700/3 000/4 000 508/906 67 90 50 000 104 White Frosted Yes >0.90 <15 10

32"
67197 UCS/32IN/120V/16W/SEL/FR/WH/STD 8/16 120 2 700/3 000/4 000 573/1 038 66 90 50 000 104 White Frosted Yes >0.90 <15 10
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FLUO LED (120 V)
The FLUO LED is designed for 120 V applications and is easy and quick to install as no driver is required. With its seamless 
look, the FLUO LED is the ideal replacement for traditional fluorescent undercabinet or task lighting for either residential and  
commercial applications.
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ACCESSORIES
Order  
code

Description Type

67787 UC/HARDWIREBOX/120V/STD Hardwire Box

67202 UCS/PLUG/120V/STD 120 V Power Cord Plug

67203 UCS/JUMPER/6IN/STD 6" Jumper

67204 UCS/JUMPER/24IN/STD 24" Jumper

67205 UCS/JUMPER/36IN/STD 36" Jumper

dimmable
�xture

damp
location warranty

yrs5

•	Aluminum housing for better heat dissipation
• Available in both 3 000 K and 4 000 K single color
   temperatures, or 2 700/3 000/4 000 K selectable
   color temperature
• ON/OFF switch on each bar for single CCT; OFF
   option is included directly on the CCT switch for
   the 3 CCT selectable bars
• Frosted lens

LED FLUO

INCLUDED IN THE BOX
Quantity Description

1 Installation Sheet

2 Fixing clips

1 End to End Connector

2 Mounting screws

ICES
005

B

A

C

2 700/3 000/4 000 K

CCT  TCC
3

Order 
Code

Part number Watts  
 

(W)

Volts  
 

(VCA)

Color Temp. 
(K)2

Lumen 
Output 
(lm)3

Efficacy  
 

(lm/W)

CRI Life  
L70  

(hrs)4

Beam 
Angle 

(°)

Housing 
finish

Lens 
finish

Dimmable 
(Yes/No)

Power 
Factor

THD 
 

(%)

Case 
qty 

(master)

Single CCT
9"
68478 UCFL/9IN/120V/3W/30K/FR/WH 3 120 3 000 235 78 90 50 000 120 White Frosted Yes 0.90 <15 20
68479 UCFL/9IN/120V/3W/40K/FR/WH 3 120 4 000 235 78 90 50 000 120 White Frosted Yes 0.90 <15 20

24"
67253 UCFL/24IN/120V/10W/30K/FR/WH/STD 10 120 3 000 730 73 90 35 000 120 White Frosted Yes 0.95 <15 20

36"
67255 UCFL/36IN/120V/15W/30K/FR/WH/STD 15 120 3 000 1 050 70 90 35 000 120 White Frosted Yes 0.95 <15 20
67256 UCFL/36IN/120V/15W/40K/FR/WH/STD 15 120 4 000 1 050 70 90 35 000 120 White Frosted Yes 0.95 <15 20

48"
67258 UCFL/48IN/120V/20W/40K/FR/WH/STD 20 120 4 000 1 450 73 90 35 000 120 White Frosted Yes 0.95 <15 20

60"
67259 UCFL/60IN/120V/25W/30K/FR/WH/STD 25 120 3 000 1 740 70 90 35 000 120 White Frosted Yes 0.95 <15 20
67260 UCFL/60IN/120V/25W/40K/FR/WH/STD 25 120 4 000 1 740 70 90 35 000 120 White Frosted Yes 0.95 <15 20

3 CCT Selectable
14"
69415 UCFL14-5W-A-3CWH 5 120 2 700/3 000/4 000 461 92 90+ 50 000 120 White Frosted Yes 0.90 <15 20

23"
69416 UCFL23-10W-A-3CWH 10 120 2 700/3 000/4 000 909 91 90+ 50 000 120 White Frosted Yes 0.90 <15 20

35"
69417 UCFL35-15W-A-3CWH 15 120 2 700/3 000/4 000 1 211 81 90+ 50 000 120 White Frosted Yes 0.90 <15 20

47"
69418 UCFL47-20W-A-3CWH 20 120 2 700/3 000/4 000 1 749 87 90+ 50 000 120 White Frosted Yes 0.90 <15 20

 1 QUICK SHIP:  Product availability is subject to change without notice. Please contact your Stanpro customer service representative to confirm inventory levels at time of order.
 2 Typical color temperature range: +/- 5 %.
 3 Single CCT: Lumen values are derived from Energy Star reported data.
   3 CCT Selectable: Lumen values are derived from photometric testing. Initial lumens range: +/- 10 %. Lumen values are based on 3 000 K default programming.  
   Please refer to the LUMEN SPECIFICATION TABLE for more details on other color temperatures.
 4 Life hours are derived from IESNA LM-80-08 testing report and projected per IESNA TM-21-11 extrapolations.

Single CCT 3 CCT Selectable

A in. (mm) 9" (228.50) 24" (610) 36" (915) 48" (1 220) 60" (1 524) 14" (355) 23" (584) 35" (889) 47" (1 194)

B in. (mm) 1 1/4" (32.20) 1 1/4" (32.20) 1 1/4" (32.20) 1 1/4" (32.20) 1 1/4" (32.20) 1 1/4" (32.20) 1 1/4" (32.20) 1 1/4" (32.20) 1 1/4" (32.20)

C in. (mm) 3/4" (20) 3/4" (20) 3/4" (20) 3/4" (20) 3/4" (20) 3/4" (20) 3/4" (20) 3/4" (20) 3/4" (20)

Net weight (lbs) 0.35 0.47 0.72 0.95 1.54 0.38 0.47 0.72 0.95
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There is need for an LED driver with the line voltage models, as they can be used directly with the 120 V power cord plug for 
a quick and simple installation. They can also be installed with the hardwire box for direct connections. The option of surface 
mounting or recessed installation also adds to the versatility of these LED puck lights.

LED Puck Light (120 V)
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Lumen values are derived from photometric testing
For a complete list of compatible dimmers, please visit www.standardpro.com 

LED PUCK LIGHTS - LINE VOLTAGE (120 V)

1 Wire 2 Wires

Order 
code

Description Watts per 
LED puck 

(W)

Volts 

(VAC)

Color 
temp. 

(K)

Lumen output 
per LED puck 

(lm)

Efficiency 

(lm/W)

CRI Life 
L70 
(hrs)

Beam 
angle 

(°)

Finish Lens 
finish

Dimming (Yes/
No)

Case 
qty 

(master)

LED Puck Light - 1 Wire
67101 UCP/1WIRE/120V/4W/30K/FR/WH/STD 4 120 3 000 200 50 90 36 000 120 White Frosted Yes 50

67104 UCP/1WIRE/120V/4W/30K/FR/BN/STD 4 120 3 000 200 50 90 36 000 120 Brushed nickel Frosted Yes 50

LED Puck Light - 2 Wires  

67100 UCP/2WIRES/120V/4W/30K/FR/WH/STD 4 120 3 000 200 50 90 36 000 120 White Frosted Yes 50

67103 UCP/2WIRES/120V/4W/30K/FR/BN/STD 4 120 3 000 200 50 90 36 000 120 Brushed nickel Frosted Yes 50

LED Puck Light - Kits of 3 units
67102 UCP/KIT3/120V/4W/30K/FR/WH/STD 4 120 3 000 200 50 90 36 000 120 White Frosted Yes 20

67105 UCP/KIT3/120V/4W/30K/FR/BN/STD 4 120 3 000 200 50 90 36 000 120 Brushed nickel Frosted Yes 20

•   Recessed and surface mount installation
•	 Up to 20 LED puck lights can be installed in a row
•	 Sturdy aluminum housing to better dissipate the heat
•	 Gimbal feature to reduce glare and direct the light where needed

dry
location

dimmable
�xture warranty

yrs5

INCLUDED IN THE BOX (KITS OF 3 UNITS)

1 Wire LED Puck - 1 unit

2 Wires LED Puck - 2 units

120 V Power Cord Plug - 1 unit

Order 
code

Description Type Figure Length 

in. (mm)

Case 
qty 

(master)

67106 UCP/PLUG/120V/STD 120 V Power Cord Plug A 73 5/8 (1 870) 100

67787 UC/HARDWIREBOX/120V/STD Hardwire Box B 6 1/2 (165) 50

67108 UCP/JUMPER/12IN/STD 12” Jumper C 12 (304) 500

67109 UCP/JUMPER/36IN/STD 36” Jumper C 36 (914) 500

67110 UCP/JUMPER/72IN/STD 72” Jumper C 72 (1 828) 250

A B

ACCESSORIES

C

ICES
005

Ø 2 3/4" (69 mm)

Ø 1 3/4" (46 mm)

7 5/8" (195 mm)

7/8" (23 mm) Ø 2 3/4" (69 mm)

Ø 1 3/4" (46 mm)

7 1/4" (185 mm) 6 1/2" (165 mm)

7/8" (23 mm)
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Stanpro’s low voltage LED puck line has a sleek and modern look, with the slimmest profile on the market. Its magnetic 
design also allows to change the trim finish and the backplate to create a whole new look!

LED Puck Light 
- LOW VOLTAGE (12 V)
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INCLUDED IN THE BOX (KITS OF 3 UNITS)

LED Puck Lights - 3 units

HUB for 6 LED Puck lights - 1 unit

12 V Plug-in LED Driver (12 W) - 1 unit

dimmable
�xture

damp
location warranty

yrs3
Lumen values are derived from photometric testing
For a complete list of compatible dimmers, please visit www.standardpro.com 

ACCESSORIES (ORDER SEPARATELY)

Order 
code

Description Type Figure Case 
qty 

(inner/master)

67180 UCP/TRIM/BACKPLATE/WH/STD White Trim and Backplate A 50 / 200

67181 UCP/TRIM/BACKPLATE/BLK/STD Black Trim and Backplate B 50 / 200

67182 UCP/TRIM/BACKPLATE/BN/STD Brushed nickel Trim and Backplate C 50 / 200

67183 UCP/ACC/HUB6/STD Hub for 6 LED Puck Lights D 30 / 120

67184 LED/DRIVER/12W/12V/PLUG/ND/STD Plug-in driver E - / 80

67185 UCP/ACC/DIMMER/STD Dimmer Switch F 30 / 120

67186 UCP/ACC/MOTIONSENSOR/STD Motion Sensor G 30 / 120

• Up to 10 LED puck lights can be installed in row
• Recessed and surface mount installation
• Sleek 7 mm profile

Order  
code

Description Watts
per LED puck

(W)

Volts  
 

(VAC)

Color  
temp. 

(K)

Lumen output 
per LED puck 

(lm)

Efficiency  
 

(lm/W)

CRI Life  
L70  
(hrs)

Beam
angle 

(°)

Finish Lens 
finish

Dimming 
 

(Yes/No)

Case  
qty  

(master)

LED Puck Light
67168 UCP/12V/2.2W/30K/FR/WH/STD 2.2 12 3 000 150 68 90 50 000 120 White Frosted Yes 200

67170 UCP/12V/2.2W/40K/FR/WH/STD 2.2 12 4 000 150 68 90 50 000 120 White Frosted Yes 200

67172 UCP/12V/2.2W/30K/FR/BLK/STD 2.2 12 3 000 150 68 90 50 000 120 Black Frosted Yes 200

67174 UCP/12V/2.2W/40K/FR/BLK/STD 2.2 12 4 000 150 68 90 50 000 120 Black Frosted Yes 200

67176 UCP/12V/2.2W/30K/FR/BN/STD 2.2 12 3 000 150 68 90 50 000 120 Brushed nickel Frosted Yes 200

LED Puck Light - Kits of 3 units
67169 UCP/KIT3/12V/2.2W/30K/FR/WH/STD 2.2 12 3 000 150 68 90 50 000 120 White Frosted Yes 30

67171 UCP/KIT3/12V/2.2W/40K/FR/WH/STD 2.2 12 4 000 150 68 90 50 000 120 White Frosted Yes 30

67173 UCP/KIT3/12V/2.2W/30K/FR/BLK/STD 2.2 12 3 000 150 68 90 50 000 120 Black Frosted Yes 30

67175 UCP/KIT3/12V/2.2W/40K/FR/BLK/STD 2.2 12 4 000 150 68 90 50 000 120 Black Frosted Yes 30

67177 UCP/KIT3/12V/2.2W/30K/FR/BN/STD 2.2 12 3 000 150 68 90 50 000 120 Brushed nickel Frosted Yes 30

67179 UCP/KIT3/12V/2.2W/40K/FR/BN/STD 2.2 12 4 000 150 68 90 50 000 120 Brushed nickel Frosted Yes 30

ø 3” (75.4 mm)

¼” (7 mm)

A B

C D

E

G

F

ICES
005
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DUOLED Hardwired Driver
and Dimmer Switch
Stanpro’s DUOLED offers an innovative compact design, combining a dimmer switch and an LED hardwired driver. It converts 
line voltage (120 VAC) into low voltage (12 VDC / 24 VDC),  while offering outstanding dimming performances. 

Having both products combined into one also eliminates the compatibility issues that are often seen between LED drivers 
and dimmer switches. DUOLED also offers a timeless and sleek look with a glossy white finish to blend seamlessly with your 
design.

•	 Converts line voltage (120 VAC) into low voltage (12 VDC / 24 VDC)
•	 Eliminates compatibility issues between the driver and the dimmer
•	 Excellent dimming performance (1% -100% dimming)
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dimmable
�xture

dry
location warranty

yrs5

COMPATIBLE STANPRO PRODUCTS

12 V / 24 V LED Tapes 24V ArmoniaTM LED Bars

DUOLED Trim Plate

Side SideFront  Front 

1 3/8' (35 mm)

1/8' (3 mm)
1/4' (6 mm)

1 5/8' (41 mm)

1 27/32' (47 mm)

1 5/16' (33 mm)
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Order  
code

Description Watts  
 

(W)

Volts  
 

(VAC)

Output 
Voltage 
(VDC)

Input 
Current 

(mA)

Frequency 

(Hz)

Power 
Factor

Face plate 
Finish

Case  
qty  

(master)

68299 DRIVER-DIMMER/S2/12V/60W 60 120 12 1 000 60 0.9 Glossy Dark Brown, Glossy Light Almond and Glossy White 25

68829 DRIVER-DIMMER/S2/24V/100W 100 120 24 1 000 60 0.9 Glossy Dark Brown, Glossy Light Almond and Glossy White 25

ACCESSORY (ORDER SEPARATELY) INCUDED IN THE BOX
Part
number

Type Finish / color Case qty  
(master)

67073 DRIVER-DIMMER/TRIM/WH/STD Glossy White 100

Quantity Description

1 DuoLED

1 Barrier

3 Switch Plate

4 Twisted wire connectors

2 Mounting Screws

constant
currentICES

005
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© 2021 STANDARD Products Inc. All Rights Reserved. 

Data is based upon tests performed in a controlled environment.  
Actual performance can vary depending on operating conditions. 
All products are subject to change or may be discontinued any time without notice. 

For the latest version, please refer to our website.
www.standardpro.com
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